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OPERATING INSTRUCTIONS CROSS-SUPPORT  
 
 

Hazard informations 

 
The table below gives you an overview of symbols (pictograms) and key words to the 
specific hazard and possible consequences. 
We would like to point out to all users that they should read this operation instructions 
carefully before using the equipment and comply with the instructions there without 
restriction. 
 

1. Safety regulations / Hazard classes 
 
1.1 Explanation of the symbols used in this manual. 
 

Pictogram Key Word Definition Consequences 

 

 

Danger 

 

Immediate danger 

Indicates an imminently 
hazardous situation which, if not 
avoided, will result in death or 
serius injury. 

 

 

Warning 

Potentially 
dangerous 
situation 

Indicates a potentially hazardous 
situation which, if not avoided, 
could result in death or serius 
injury. 

 

 

Caution 

 

Less dangerous 
situation 

Indicates a potentially hazardous 
situation which, if not avoided, 
may results in minor or moderate 
injury. 

 

 

Caution 

 

Danger or damage 
to the equipment 

Damage  to the equipment, 
damage to the surrounding 
materials. 

 

 

Note 

 

Useful information 

Important information about the 
product. 
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1.2 Explanation of the symbols at the Cross-Support. 
 

Symbols or labels on the equipment 

 
Type Definition 

 

Note 

Read the user manual before use. 

 

Warning 

Wear safety shoes with good ankle support and toe 
protection. 

 

Warning 

Wear safety gloves. 

 

Warning 

Wear safety clothing for the entire body. 

 

Warning 

Wear safety goggles (or full face shield). 

 

Warning 

Wear helmet. 
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Symbols or labels on the equipment 

 
Type Definition 

 

Danger  

Danger crushing parts of the body. 

 
 
 
 

Symbols or labels on the equipment 

 
Type Definition 

 

Danger  

If the angle exceeds 45 degrees, the risk of the 
equipment losing its traction increases. This may 
cause the equipment / Cross-Support to be thrown 
away with the risk of striking people in the vicinity 
around the working area. 
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Symbols or labels on the equipment 

 
Type Definition 

 

Note  

Information about manufacture, serialnumber, model 
information, articlenumber and year of manufacture. 

 
 
1.3 Personal safety 
Rescue personnel shall wear the personal protective equipment provided by the 
employer. The instruction book makes it clear through labels on the equipment which 
protective equipment is required for the product in question. Lack of protective 
equipment can lead to serious damage. 
During usage, wear the following protective equipment: 

 Helmet. 

 Safety goggle. 

 Safety gloves. 

 Safety clothing. 

 Safety shoes. 
 
 
1.4 Safety instructions referring to Cross-Support 
 
 

 If the angle of Cross-Support exceeds 
45 degrees, there is a risk that pushing 
equipment / Cross-Support will 
separate as a result of the risk of 
personal injury. 

 
 If the angle of Cross-Support exceeds 

45 degrees, there is a risk that pushing 
equipment or Cross-Support 
components may interfere with each 
other, which may lead to property 
damage. 
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2.      Operations 
 

2.1      Generally 
The equipment must always be ready for use. Checking the equipment must always 
be followed by alarm and exercise.  
 
2.2      Important instructions before use 
Because Cross-Support is an accessory that can be used for different tools, special 
care must be taken. There are no two traffic accidents similar to each other, the effect 
of using Cross-Support must be evaluated continuously during the effort, both 
regarding the impact of the use and the risk assessment regarding the angle 
between the tool and Cross-Support. 
 
 

Danger, Warning, Caution 

 

If the angle of Cross-Support exceeds 45 degrees, there is a risk that 
pushing equipment / Cross-Support will separate as a result of the risk of 
personal injury. 

 
If the angle exceeds 45 degrees, the risk of the equipment losing its traction 
increases. This may cause the equipment / Cross-Support to be thrown away with 
the risk of striking people in the vicinity around the working area. 
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Caution 

 If the angle on the Cross-Support is over 45 degress it´s a risk that the 
ram´s piston rests on the cross support, causing scratches and damage 
to the equipment. 

 

 
The result of the piston on the ram / telescopic ram gets scratched by the Cross-
Support. That will damage the O-rings and gaskets, causing the equipment to leak 
hydraulic oil. 
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2.3 Operations 
 

 

If the angle of Cross-Support exceeds 45 degrees, there is a risk that 
pushing equipment or Cross-Support components may interfere with each 
other, which may lead to property damage. 

 
Try to use the ram or telescopic ram in a horizontal position.  
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Philosophy when Cross-Support is used:                                               
The telescopic rams in the dooropening is the biggest power at the 
extrication. Of the total force needed, the telescopic rams in the 
dooropening is useing approximately 80% of the total force. After that, the 
telescopic ram in the middle push on the dashboard, the force of this 
telescopic rams shall use around 20% off the total force needed.  

  
Continuously, the telescopic rams run alternately until enough space is created.  
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2.4  Working area 
The field of application is primarily support for traffic accidents where people are 
clamped. If the vehicle structures are too weak to be able to press directly with the 
tool or to spread the power out on a larger surface. 
 
 
Type of accident there the Cross- Support can be usefull: 

 Cars 

 Specialcars as Pickup´s and ambulances. 

 Trucks 
 
 
Equipment that can be used with the Cross-Support: 

 
 
 
2.5 Use 
The equipment is intended for use by fire brigades and rescue services, primarily for 
use as an emergency when using the rescue hydraulics. The equipment is adapted 
for use with Holmatro's telescopicrams and rams system. 
 
 
2.6 Qualified staff 
The system should only be used by persons who have undergone certification 
training and have access to the information contained in the instruction manual and 
the safety regulations. Repairs may only be carried out by Wennergren Maskin AB 
staff. 
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3. Product information 
 
 
3.1 Product identification  
All warning labels on the equipment are to be followed.  
 

 
 

Danger / warning: Not follow the instructions can be a danger for people in 
the vicinity of the equipment.  
 
 
Caution: Not following the instructions can get damage on the equipment 
that been used during this rescue operation. 
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3.2 Product parts 
 

 

 
 

 
 

 

1 Safety labels   
2 Construction surface with gripping teeth 
3 Pushing area   

 
3.3 Technical specifications  

 

 

Model Cross-Support L 

Articlenumber 250.998.999 

Dimensions (LxWxH) 415x415x105 mm 

Weight, ready for use 7,0 kg  
                                

Model Cross-Support S 

Articlenumber 250.999.900 

Dimensions (LxWxH) 370x370x90 mm 

Weight, ready for use 5,4 kg  

 
 
 
3.4      After use 
 
3.4.1  Inspection 

 Inspect the Cross-Support so it´s no damage on the equipment. If so take it out of 
work and contact Wennergren Maskin AB. 

3. 

1.  

2. 


